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WELDING CABLE 

 

 
NEOPRENE - BLACK - CLASS K - 3OAWG — 600 VOLTS 

 
 

POWERsonic 
Number 

No. Of 
Conds. 

AWG 
Size 

Stranding NOM. 
O.D. 

Weight 
LBS/MFT 

Weight 
KG/KM 

Current 
Amps. 

P47W006 1 6 264 0.365 152 226 85 
P47W004 1 4 418 OA1O 211 314 110 
P47W002 1 2 660 0.480 302 449 150 
P47W001 1 1 836 0.515 364 542 170 
P47W010 1 1/0 1056 0.590 464 691 200 
P47W020 1 2/0 132 0.630 549 817 235 
P47W030 1 3/0 1672 0.695 682 1015 275 
P47W040 1 4/0 2090 0.805 871 1296 315 

 
 

WELDING CABLE 
 

 
NEOPRENE - BLACK - CLASS M - 34AWG -600 VOLTS 

 
 
POWERsonic 

Number 
No. Of 
Conds. 

AWG 
Size 

Stranding  NOM. 
O.D. 

Weight 
LBS/MFT 

Weight 
KG/KM 

Current 
Amps. 

P47W006F 1 6 647 0.370 142 211 85 
P47W004F 1 4 1045 0.420 197 293 110 
P47W002F 1 2 1650 0.490 287 427 150 
P47W00IF 1 1 2090 0.530 346 515 170 
P47W010F 1 1/0 2640 0.610 438 652 200 
P47W020F 1 2/0 3300 0.650 523 778 235 
P47W030F 1 3/0 4180 0.720 650 967 275 
P47W040F 1 4/0 5225 0.830 828 1232 315 

 
WELDING CABLE AMPACITIES 
SINGLE CONDUCTOR for welding applications 

 Length in feet for total circuit**for secondary voltages only-do not use this table for 60 volt 
applications 

AMPS 100’ 150’ 200’ 250” 300’ 350’ 400’ 
100 4 4 2 1 1 1/0 1/0 
150 4 2 1 2/0 2/0 3/0 3/0 
200 2 1 1/0 3/0 3/0 4/0 4/0 
250 1 1/0 2/0 4/0 4/0   
300 1/0 2/0 3/0     
350 1/0 3/0 4/0     
400 2/0 3/0      
450 2/0 4/0      
500 3/0 4/0      
550 3/0 4/0      
600 4/0   REQUIRED CABLE SIZES SHOWN IN AWG 

NUMBERS 
 
**The total circuit length includes both welding and ground leads (based on 4 volt drop) 60% duty cycle 

 




